In this work, a shell and tube heat exchanger with inclined trefoil-hole baffles (STHX-IT) is proposed, and the numerical simulation is conducted to investigate the flow and heat transfer characteristics. A shell and tube heat exchanger with segmental baffles (STHX-SG) is also studied for the performance comparison. The results show that the heat transfer coefficient and pressure drop of the STHX-IT is averagely lower by 23.89% and 44.19% than those of the STHX-SG, but the heat transfer coefficient per pressure drop is higher by 36.38% on average. Further, the parametric studies of the inclination angle θ, trefoil-hole number n, and baffle cut δ are carried out for the STHX-IT. According to the numerical results, n and δ have more notable influence on shell side performance than θ. In detail, the heat transfer coefficient and pressure drop decrease slightly with θ increasing, and the overall performance is approximately equal; both the heat transfer coefficient and pressure drop decrease with the respective rising of n and δ, but the comprehensive performance shows a growing trend. Considering the synthetic effects of structural parameters, the multi-objective structure optimization using the genetic algorithm combined with the artificial neural networks is fulfilled. As a result, the Pareto front is obtained to characterize the behaviors of the maximum heat transfer rate and minimum pressure drop. The STHX-IT with the θ = 5.38 • , n = 6, and δ = 43% is decided as the optimal solution by the TOPSIS method, whose Q/∆p is 2.34 times as much as that of the original STHX-SG.
Introduction
As one of the most widely utilized devices for heat transfer in industry, heat exchangers play a significant role in many fields, including chemical engineering, petroleum processing, power systems, and waste heat recovery. The shell and tube heat exchangers (STHXs) occupy more than 35% to 40% among various types owing to its simple manufacturing, high pressure-resistant ability, and low cost [1, 2] . Baffles within the shell side are employed to support tubes, prevent vibration, guide flow direction, and increase fluid velocity. Thus, the structures of baffles exert an important influence on the thermal-hydraulic performance of the STHXs. The conventional shell and tube heat exchanger with segmental baffles (STHX-SG) provides a zigzag flow in the shell side, which have many advantages, such as high heat transfer performance, versatile adaptability, and simple maintenance. However, there still exist some drawbacks with the STHX-SG, for instance, high pressure loss, large flow dead zones, easy fouling, and flow-induced vibration. Therefore, numerous studies are focused on improving the comprehensive performance of the STHXs by overcoming the weaknesses above. main models, i.e., the unit model, the periodic model, the porous model, and the whole model, to investigate the shell side performance of STHXs. Yang et al. [35] compared these models on different aspects, and summarized a method to select the most proper model in practical applications. At the meantime, the optimization algorithms with the surrogate modeling technique have shown the effectiveness to determine the optimum structures in many applications. Wang et al. [36] achieved the best solutions for the STHX with staggered baffles by adopting the artificial neural network (ANN) and multi-objective genetic algorithm (MOGA). Wen et al. [37] optimized the structure of the STHXs with helical baffles by adopting the response surface methodology and MOGA. Zheng et al. [38] achieved the optimal Pareto front for the tube fitted vortex rod inserts by implementing ANN with MOGA.
However, few studies on shell side performance of the STHXs with inclined baffles have been reported. Further, the overall investigation and structure optimization on the STHXs combined with inclined baffles and trefoil-hole baffles has not been carried out. Therefore, considering the effects on decreasing pressure drop of inclined baffles and diminishing dead regions of trefoil-hole baffles, the novel structure, namely the STHX with inclined trefoil-hole baffles (STHX-IT), is proposed in this work. Numerical simulations are performed to investigate the flow and heat transfer characteristics of the STHX-IT, and the STHX-SG is selected as a reference. Meanwhile, the parametric analysis is carried out to discuss the effects of inclination angle θ, trefoil-hole number n, and baffle cut δ on the shell side performance. Finally, the combination of CFD, ANN, and MOGA are used to explore the optimal configurations for the STHX-IT.
Physical Models
In this study, the numerical simulations on the shell side of heat exchangers are conducted. According to our previous work by Yang et al. [35] , the whole model can provide the most accurate results for the shell-side simulations, so it is adopted in this work. Figure 1 presents the geometric structures of the STHX-SG and STHX-IT. These heat exchangers have the same dimension for the shell, inlet, outlet, and tubes. Thirty-seven heat transfer tubes with the triangle arrangement are deployed in these models. Meanwhile, both STHX-SG and STHX-IT have seven baffles with the same baffle cut and baffle spacing. The detailed parameters of the STHX-IT model are listed in Table 1 . The main difference between these two models lies in the baffles. The baffles of the STHX-SG are placed perpendicular to the central axis of the cylindrical shell and have no trefoil-holes, while it is quite distinct for the STHX-IT. There are three key configuration parameters for the STHX-IT, which are inclination angle θ, trefoil-hole number n, and baffle cut δ, respectively. As illustrated in Figure 2 , θ is defined as the angle between the direction of baffle plane and the vertical plane of the shell central axis, and δ is defined as the ratio of the baffle cut height to the inner diameter of the shell, while h t denotes the trefoil opening height. Figure 3 depicts the diverse trefoil-hole locations of baffles with different values of n.
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Numerical Simulation

Governing Equations
The numerical investigations can be simplified with the following assumptions:
(1) The working fluid is incompressible and the influence of gravity is neglected;
(2) The fluid flow is turbulent and the heat transfer is steady;
(3) The thickness of baffles is assumed as zero; (4) The leakage flows around the baffles are ignored; (5) The outer shells of heat exchangers are considered to be well-insulated.
Based on the assumptions above, the governing equations for continuity, momentum, and energy in the computational domain are expressed as follows:
Continuity equation:
Momentum equation:
Energy equation:
Compared with other k-ε models, the realizable k-ε turbulence model has excellent performance when dealing with flows of rotation, boundary layer with directional pressure gradients, separation, and secondary flow [39, 40] . Therefore, the realizable k-ε turbulence model is employed to simulate the turbulent behaviors of the STHXs accurately. The model is expressed as follows [41] :
Turbulent kinetic energy equation:
Turbulent energy dissipation equation: 
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Turbulent energy dissipation equation:
where k and ε are the turbulent kinetic energy and turbulent energy dissipation rate, respectively; σ k and σ ε are the Prandtl numbers corresponding to k and ε, respectively; G k is the generation of k due to the average velocity gradient; C 1 and C 2 are empirical coefficients.
Boundary Conditions and Numerical Methods
The three-dimension, double-precision, and pressure-based solver is employed to conduct numerical simulations on the shell side of heat exchangers with the commercial software Fluent. The no-slip boundary condition is adopted on all solid surfaces, and the standard wall functions are used for the near wall region. The SIMPLE pressure-velocity coupling algorithm is adopted to discretize the governing equations. The second order upwind scheme is applied for the momentum, energy, turbulent kinetic energy, and turbulent dissipation rate, while the pressure term is treated with the standard scheme. The working fluid of the shell side is water, whose thermo-physical properties depending on temperature are shown in Table 2 . Table 2 . Thermo-physical properties of water.
Item
Unit
The inlet and outlet are set as the velocity inlet and pressure outlet, respectively. The shell-side inlet velocity is between 0.957 m/s and 2.073 m/s while the mass flow rate varies from 1.2 kg/s to 2.6 kg/s, and the temperature is 293 K. The baffle walls are set as adiabatic, and the tube walls are set as a constant temperature of 353 K. The turbulence intensity I and turbulence length scale l of the inlet, used as the turbulent specification method, are calculated as follows:
where Re in represent the Reynolds number, and D in is the inner diameter of the inlet.
Data Reduction
The shell-side heat transfer rate Q is expressed as:
where m is the water mass flow rate, c p is the specific heat of the fluid. The heat transfer coefficient h is defined as:
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where A is the heat transfer surface area, ∆T m is the logarithmic mean temperature difference between the fluid and tube walls. They are calculated as follows:
where N t and d are the number and the outer diameter of tubes, respectively, L is the effective length of tube bundles. ∆T max and ∆T min are the maximum and minimum temperature difference between the fluid and tube walls, respectively. ∆T max and ∆T min are calculated as:
∆T min = T w − T out (13) where T w is the temperature of tube walls, T in and T out are the fluid temperatures of inlet and outlet, respectively. The pressure of outlet p out is set as zero, and the pressure of inlet p in can be obtained from numerical results. Thus the shell side pressure drop ∆p is presented as follows:
Grid Generation and Independence Tests
The three-dimensional grid systems are generated by using Gambit software. In consideration of the complexity of shell-side flow, unstructured tetrahedral elements are adopted to discretize the computational domain. Generally, the model with larger mesh number can obtain more precise results at the expense of more computational workload. So it is necessary to select an appropriate mesh system in consideration of the balance. To guarantee the accuracy of numerical results, three grid systems are generated for each heat exchanger to carry out independence tests, and the results are presented in Table 3 . The heat transfer coefficient h and pressure drop ∆p of each mesh model are calculated, and the results of the finest mesh model are selected as the comparison criterion. For the STHX-SG model, the heat transfer coefficient and pressure drop increase by 1.40% and 0.71% respectively when the cell number increases from 6,916,196 to 9,522,788. Likewise, it is found in the STHX-IT model that the relative deviations between the second grid (7,171,143 elements) and the third one (9,791,198 elements) are 1.78% for heat transfer coefficient and 0.98% for pressure drop, respectively. Therefore, grid systems with 6,916,196 elements and 7,171,143 elements are selected to perform the following simulations for the STHX-SG and the STHX-IT, respectively. 
Model Validation
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The relationships of the heat transfer coefficient and pressure drop versus the mass flow rate are given in Figure 9 . It is found that the heat transfer coefficient of the STHX-SG and STHX-IT both increase with the mass flow rate rising. The heat transfer coefficient of the STHX-IT is lower than that of the STHX-SG by an average percentage of 23.89% when the mass flow rate grows from 1.2 kg/s to 2.6 kg/s. It can be attributed to the leakage flow through the trefoil-holes and the decreased velocity in the mainstream of the STHX-IT mentioned above. Similarly, the pressure drop of the two STHXs both rises with the increase of mass flow rate. The pressure drop of the STHX-IT decreases by 44.19% on average compared with that of the STHX-SG. As analyzed in the previous section, there are two main reasons for the decreasing pressure drop. On the one hand, the inclination angle is designed to follow the flow direction and consequently ameliorate the dramatic change of the fluid movement. On the other hand, allowing fluid to leak from the holes efficiently eliminate the dead spaces behind the baffles, which smooths velocity distribution and accordingly reduces the pressure drop of the whole shell side. On the other hand, allowing fluid to leak from the holes efficiently eliminate the dead spaces behind the baffles, which smooths velocity distribution and accordingly reduces the pressure drop of the whole shell side. 
Comprehensive Performance
Considering that the heat transfer coefficient and pressure drop of the STHX-IT simultaneously decrease as opposed to the STHX-SG, it is essential to analyze and compare the comprehensive performance of these two models. The heat transfer coefficient per pressure drop h/Δp is a frequentlyused index to evaluate the overall performance of different heat exchangers. The higher value represents that more heat transfer coefficient can be achieved under the same pressure drop, which indicates better comprehensive performance. As shown in Figure 10 , the h/Δp of the STHX-IT and STHX-SG both decrease with the growing of the mass flow rate. When the mass flow rate remains constant, the h/Δp of the STHX-IT is higher than that of the STHX-SG by an average percentage of 36.38%, which reveals the superior comprehensive performance of the STHX-IT. A sharper declining trend is found for the h/Δp when the mass flow rate is lower, and the gaps between them is gradually narrowing when the mass flow rate is higher. 
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The effects of inclination angle θ on the heat transfer coefficient and pressure drop are shown in Figure 11 and Figure 12 when the trefoil-hole number is 5 and the baffle cut is 25% for the STHX-IT. It is noticed that the heat transfer coefficient and pressure drop both increase proportionally with the mass flow rate. Figure 11 shows that the heat transfer coefficient decreases with the rise of the inclination angle, indicating that the larger inclination angle results in poorer heat transfer performance. However, the influence of the inclination angle is not as significant for the pressure drop, especially in the situations of lower velocity. When the inclination angle changes from 0° to 20°, the oblique flow becomes more uniform, hence the flush effect of fluid to tube outer walls weakens, leading to the simultaneous decreasing of the flow and heat transfer performance. But the design of inclined baffles does not alter the zigzag flow pattern in the mainstream, and therefore the inclination angle has no significant impact on the shell side performance. 
Configuration Parameters Analysis
Effects of Inclination Angle θ
The effects of inclination angle θ on the heat transfer coefficient and pressure drop are shown in Figures 11 and 12 when the trefoil-hole number is 5 and the baffle cut is 25% for the STHX-IT. It is noticed that the heat transfer coefficient and pressure drop both increase proportionally with the mass flow rate. Figure 11 shows that the heat transfer coefficient decreases with the rise of the inclination angle, indicating that the larger inclination angle results in poorer heat transfer performance. However, the influence of the inclination angle is not as significant for the pressure drop, especially in the situations of lower velocity. When the inclination angle changes from 0 • to 20 • , the oblique flow becomes more uniform, hence the flush effect of fluid to tube outer walls weakens, leading to the simultaneous decreasing of the flow and heat transfer performance. But the design of inclined baffles does not alter the zigzag flow pattern in the mainstream, and therefore the inclination angle has no significant impact on the shell side performance. 
Configuration Parameters Analysis
Effects of Inclination Angle θ
The effects of inclination angle θ on the heat transfer coefficient and pressure drop are shown in Figure 11 and Figure 12 when the trefoil-hole number is 5 and the baffle cut is 25% for the STHX-IT. It is noticed that the heat transfer coefficient and pressure drop both increase proportionally with the mass flow rate. Figure 11 shows that the heat transfer coefficient decreases with the rise of the inclination angle, indicating that the larger inclination angle results in poorer heat transfer performance. However, the influence of the inclination angle is not as significant for the pressure drop, especially in the situations of lower velocity. When the inclination angle changes from 0° to 20°, the oblique flow becomes more uniform, hence the flush effect of fluid to tube outer walls weakens, leading to the simultaneous decreasing of the flow and heat transfer performance. But the design of inclined baffles does not alter the zigzag flow pattern in the mainstream, and therefore the inclination angle has no significant impact on the shell side performance. The comprehensive performance of the STHX-IT with different inclination angles is also investigated. Figure 13 shows the varying trends of the h/Δp with mass flow rate. As depicted, the h/Δp declines when the mass flow rate increases for all cases, which represents better overall performance for lower fluid velocity. When the mass flow rate remains constant, the h/Δp with different inclination angles are almost equal. It is mainly due to the little distinctions of the heat transfer coefficient and pressure drop. The relationship between the h/Δp and the inclination angle is not obvious, and we can notice that the maximum comprehensive performance reaches at θ = 0° and θ = 5°, indicating that these two values are the optimal choices among the given five when the trefoilhole number is 5 and the baffle cut is 25%. Figure 14 and Figure 15 illustrate the effects of trefoil-hole number n on the heat transfer coefficient and pressure drop when the inclination angle is 10° and the baffle cut is 25% for the STHX-IT. Both the heat transfer coefficient and pressure drop rises with the growing mass flow rate under the same trefoil-hole number. Meanwhile, as the trefoil-hole number increasing, the heat transfer coefficient gradually decreases as well as the pressure drop. It can be ascribed to the larger amount of leakage flow through more trefoil-holes, which results in the decreasing flow velocity of the mainstream region and lower turbulence intensity. In brief, the situation of more trefoil-holes is disadvantageous to the heat transfer while beneficial to flow performance.
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The comprehensive performance of different trefoil-hole number can be depicted through the relationship between the h/∆p and the mass flow rate, as expressed in Figure 16 . It is found that the h/∆p is rising with the enlargement of the trefoil-hole number. When keeping the mass flow rate at 2 kg/s, the h/∆p at the STHX-IT with the trefoil-hole number changing from 4 to 7 grows by 5.35% to 21.39% than that with the trefoil-hole number of 3. Therefore, n = 7 is the best trefoil-hole number among the given five from the perspective of comprehensive performance.
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Effects of Baffle Cut δ
Figures 17 and 18 display the heat transfer coefficient and pressure drop at different baffle cut δ when the inclination angle is 10 • and the trefoil-hole number is 5 for the STHX-IT. We can observe that with the expanding of the baffle cut, the heat transfer coefficient and pressure drop both declines under the same mass flow rate. The changing tendency is attributed to the increment of flow area at baffles when the baffle cut increases gradually, which leads to the reduction of flow velocity. Compared to the STHX-IT with the baffle cut of 25% when the mass flow rate is 2 kg/s, the heat transfer coefficient of that with the baffle cut of 45% decreases by 24.26%, and the pressure drop also declines by 44.17%. Consequently, the larger baffle cut generates more notable reduction for the pressure drop than the decline with the heat transfer coefficient, and improves the comprehensive performance consequently.
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Optimization Study
Optimization Procedure
The above sections discuss the effects of three primary parameters for the STHX-IT, respectively. The results illustrate that they have different influences on the thermal-hydraulic performance. However, it is difficult to figure out the optimal structures merely based on parametric studies, thus the synthetic effect of these parameters should be taken into consideration. As a result, it is necessary to carry out the multi-objective optimization to acquire favorable design schemes with maximum heat transfer rate and minimum pressure drop. Nevertheless, the workload is too heavy to simulate enough data for optimization procedure, so the ANN is used to explore the relationships between the input variables and output objectives. The sample data acquired from CFD simulations are employed to train the networks of ANN, then these networks are provided as objective functions for optimization using MOGA. Figure 20 displays the flow chart of detailed procedures. 
Artificial Neural Networks Results
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Artificial Neural Networks Results
A three-layer back propagation ANN which has sigmoid hidden neurons and linear output neurons are displayed in Figure 21 . Three geometric parameters, i.e., inclination angle θ, trefoil-hole number n, and baffle cut δ, are set as inputs, and the heat transfer rate Q or pressure drop ∆p as output. It corresponds to three neurons in the input layer and one neuron in the output layer. In detail, random 80% and 20% data are used for training and testing, respectively. The accuracy of these surrogate models is evaluated using the performance functions of the relative error, Mean Square Error (MSE), and Coefficient of Determination (R 2 ), which can be expressed as follows:
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In this work, a novel shell and tube heat exchanger with inclined trefoil-hole baffles (STHX-IT) is proposed and numerically investigated to examine the heat transfer performance and pressure 
In this work, a novel shell and tube heat exchanger with inclined trefoil-hole baffles (STHX-IT) is proposed and numerically investigated to examine the heat transfer performance and pressure drop. The comparison studies between the STHX-IT and STHX-SG are also conducted. The parametric analysis of the inclination angle θ, the trefoil-hole number n, and the baffle cut δ, is carried out for the STHX-IT. The multi-objective optimization of the design variables is implemented by adopting the combination of CFD, ANN, and MOGA, whose aim is to obtain the maximum heat transfer rate with the minimum pressure drop. The major conclusions are outlined as follows:
(1) The inclined trefoil-hole baffles of the STHX-IT can generate oblique flow in the shell side, and uniform flow patterns and temperature distributions are observed through the numerical results.
(2) Compared with the conventional STHX-SG, the STHX-IT has lower heat transfer rate with more significant reduction in the pressure drop, thus possessing superior comprehensive performance characterized by the heat transfer coefficient per pressure drop.
(3) According to the parametric studies, the heat transfer coefficient and pressure drop simultaneously decrease slightly with the inclination angle θ growing, and the comprehensive performance is approximately equal. The trefoil-hole number n and the baffle cut δ have more notable influence on the shell side performance. In detail, the larger trefoil-hole number and larger baffle cut both reduce the heat transfer rate and pressure drop, and bring in better comprehensive performance.
(4) The Pareto front corresponding to the best thermal-hydraulic performance is obtained by multi-objective optimization for the STHX-IT. The design parameters of θ = 5.38 • , n = 6, and δ = 43% is chosen as the optimal structure by using the TOPSIS, whose Q/∆p can achieve 2.34 times as much as that of the STHX-SG.
As a final, the new STHX-IT proposed in this work is effective to enhance the comprehensive performance of shell side, which provides a meaningful solution to replace the STHX-SG in some industrial applications. In addition, the suitable combination of structural parameters can achieve optimum performance. According to the above results, small inclination angle, a certain number of trefoil-holes, and reasonable baffle cut should be considered.
